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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers insulation for round and
rectangul ar ducting and includes material s,
adhesi ves, and tape.

Sel ect duct surfaces to be insulated, nmaterials, and
systens to suit project conditions. Coordinate with
dr awi ngs.

Rk Ik kR IR R R Ik AR Rk R R Rk O kO O R R R I R R Rk ko

PART 1 GENERAL

1.1 REFERENCES

Rk Ik kR IR R R I kO S S R Rk Rk S Rk Ik kS b O I R I R

NOTE: The foll owi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.
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The publications listed below forma part of this section to the extent
ref erenced:

ASTM | NTERNATI ONAL ( ASTM

ASTM A 653/ A 653M (2003) Standard Specification for Stee
Sheet, Zinc-Coated (Gal vani zed) or
Zinc-lron Al oy-Coated (Gl vanneal ed) by
the Hot-Di p Process

ASTM B 209/ B 209M (2004) Standard Specification for Al um num
and Al um num Al |l oy Sheet and Pl ate

ASTM C 1136 (2000a) Standard Specification for
Fl exi bl e, Low Pernmeance Vapor Retarders
for Thermal Insulation

ASTM C 534 (2003) Standard Specification for
Pref ornmed Fl exi ble Elastoneric Cell ul ar
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1.

ASTM C 552

ASTM C 553

ASTM C 591

ASTM C 592

ASTM C 795

ASTM C 916

ASTM D 579

ASTM E 84

ASTM E 96

Thermal | nsul ation in Sheet and Tubul ar
Form

(2003) Standard Specification for Cellular
d ass Thermal Insul ation

(2002) Standard Specification for M neral
Fi ber Bl anket Thermal |nsulation for
Commer ci al and I ndustrial Applications

(2001) Standard Specification for Unfaced
Preformed Rigid Cellular Polyisocyanurate
Thermal Insul ation

(2000) Standard Specification for M neral
Fi ber Bl anket |nsul ation and Bl anket - Type
Pi pe Insul ation (Metal-Msh Covered)
(I'ndustrial Type)

(2003) Standard Specification for Thermal
Insulation for Use in Contact with
Austenitic Stainless Stee

(1985; R 2000el) Standard Specification
for Adhesives for Duct Thernmal |nsulation

(1997) Standard Specification for Geige
Wven d ass Fabrics

(2003) Standard Test Method for Surface
Bur ni ng Characteristics of Building
Materi al s

(2000e1) Standard Test Methods for Water
Vapor Transm ssion of Materials

NATI ONAL FI RE PROTECTI ON ASSCOCI ATI ON ( NFPA)

NFPA 220

NFPA 255

(1999) Standard on Types of Buil ding
Construction

(2000) Standard Met hod of Test of Surface
Bur ni ng Characteristics of Building
Materi al s

2 SYSTEM DESCRI PTI ON

EE R R R S I R R I R R R S R R R R R S R R I R I R R R R R R R R

NOTE: |f Section 15003, "General Mechanica
Provisions," is not included in the project

speci fication, applicable requirenents therefrom
shoul d be inserted and the foll ow ng paragraph
del et ed.

EE R R R S I R I R I R I R S R R R R O S R R I R R R R R S R R R O

Section 15003, "General Mechanical Provisions," Section 15815, "Low
Pressure Ductwork," and Section 15818, "Medi umf H gh Pressure Ductwork,"
apply to work specified in this section.
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This section pertains to field applied thernal insulation installed on the
external surfaces of ducts and pl enuns.

.3 PERFORMANCE REQUI REMENTS

Thermal -i nsul ati on systemmaterials shall be nonconbustible, as defined by
NFPA 220. Adhesives, coatings, sealants, facings, jackets, and

thermal -insul ation materials, except cellular elastoners, shall have a
maxi mum f | ame-spread classification (FSC) of [25] [__
snoke- devel oped classification (SDC) of [50] [_ ]. Flanme-contributed
classification (FCC) shall be as specified for the application. These

maxi mum val ues shall be determ ned in accordance with [ ASTM E 84] [ NFPA 255
]. Adhesives, coatings, and seal ants shall be nonflanmable in their wet
state.

Adhesi ves, coatings, and seal ants shall have published or certified
tenmperature ratings suitable for the entire range of working tenperatures
normal for the surfaces to which they are to be applied.

.4 SUBM TTALS
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NOTE: Review subnittal description (SD) definitions
in Section 01330, "Submittal Procedures," and edit
the following list to reflect only the subnittals
required for the project. Submittals should be kept
to the mininumrequired for adequate quality
control. Include a columar |ist of appropriate
products and tests beneath each submittal

descri ption.

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

The foll owi ng shall be submitted in accordance with Section 01330,
"Submttal Procedures,” in sufficient detail to show full conpliance with
the specification:

SD- 02 Shop Drawi ngs
Installati on Drawi ngs shall be subnmitted for duct insulation
systens in accordance with paragraph entitled, "Installation," of
this section.

SD- 03 Product Data

Manuf acturer's catal og data shall be submitted for the foll ow ng
items:

Adhesi ves
Coat i ngs
Thermal - I nsul ation Materials
Jacketing Materials
SD- 04 Sanpl es
Contractor shall submt the follow ng sanples:
Adhesi ves

Coat i ngs
Thermal -1 nsul ati on Materials
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Jacketing Materials

PART 2 PRODUCTS

2.

1 VATERI ALS

Materials shall be conpatible and shall not contribute to corrosion,
soften, or otherw se attack surfaces to which applied in either the wet or
dry state. Materials to be used on stainless steel surfaces shall neet
ASTM C 795 requirenents. Materials shall be asbestos free and conformto
the follow ng.

1.1 Adhesi ves

.1.1.1 Cloth

Adhesi ves for adhering, sizing, and finishing open-weave gl ass cloth shal
be pigrmented pol yvinyl acetate emul sion and shall conformto the
requi rements of ASTM C 916, Type |

.1.1.2 Adhesi ve Vapor Barrier

Adhesi ves for attaching | aps of vapor-barrier materials and presized gl ass
cloth and for attaching insulation to itself, to nmetal, and to various

ot her substrates, shall be the sol vent-base synthetic-rubber type and shal
conformto the requirenents of ASTM C 916, Type |, for attaching
fibrous-glass insulation to nmetal surfaces. Solvents shall be nonfl anmabl e.

.1.1.3 Cel | ul ar El ast omrer

Adhesive for cellular elastoner insulation shall be a solvent cutback
chl oroprene el astomer conformng to ASTM C 916, Type |, and shall be a type
approved by the manufacturer of the cellular elastoner for the intended use.

1.2 Coati ngs

.1.2.1 Qut door Vapor-Barrier Finishing

Coatings for outdoor vapor-barrier and weather-barrier finishing of
insulation shall conmply with manufacturer's recomendation for materia
conpatibility, service life, and environnent.

.1.2.2 | ndoor Vapor-Barrier Finishing

Coatings for indoor vapor-barrier finishing of insulation surfaces shall be
pi gnented resin and sol vent conpound and shall conformto ASTM C 1136.

.1.2.3 Qut door and I ndoor Nonvapor-Barrier Finishing

Coatings for outdoor and indoor nonvapor-barrier finishing of insulation
surfaces shall be pigmented pol yner enul sion recommended by the

i nsul ation-material manufacturer for the surface to be coated and shall be
applied to the specified dry-filmthickness.

.1.2. 4 Cel lul ar El astoner |nsul ati on

Fi ni sh coating for cellular elastoner insulation shall be a
pol yvi nyl chl ori de | acquer approved by the manufacturer of the cellular
el astoner for the intended use.
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2.1.2.5 Coati ng Col or

[[Coating color shall [be white.] [conformto color code specified.] [blend
wi t h background of surrounding area.]] [Coating colors will be selected by
the Contracting Oficer.]]

2.1.3 | nsul ati on

I nsul ati on conductances shall be maxi num val ues, as tested at any point,
not an average. |Insulation conductance found by test to exceed the
stipul ated maxi mum shall either be replaced or augnented by an additiona
thi ckness to bring it to the required maxi mum conduct ance.

Insul ation materials requirenments for exterior applications are acceptable
for interior applications.

Thermal -1 nsul ation Materials shall neet referenced standards within this
section.

2.1.3.1 Exterior |nsul ation

[Cellular glass insulation shall be rigid closed cell material conplying
with ASTM C 552.] [Cellular polyurethane insulation shall be rigid
material complying with ASTM C 591.] M ninmuminsul ati on thickness shall be
[2] inches [50] millineter [__ ].

2.1.3.2 Interior Insulation

M neral fiber shall conformto ASTM C 592, shall be suitable for surface
tenmperatures up to 370 degrees F 188 degrees C, and shall be not |ess than
[ 4] - pound per cubic foot 64.1 kil ogram per cubic meter [__ ] density,

unl ess otherw se specified. Thernmal conductivity shall be not greater than
[0.26] Btu inch per hour per square foot per degree F 37.5 mlliwatt per
neter per degrees K at 150 degrees F 66 degrees C (338.8 degrees K), unless
ot herw se specified.

2.1.3.3 Ri gi d Boards

Ri gi d boards shall be Form A, blocks and boards, Cass 1, for use at
tenmperatures up to 400 degrees F 204 degrees C, nonl oadbearing, mininmm
3-pound per cubic foot 50 kil ograns per cubic nmeter density. Thernal
conductivity shall be not greater than [0.24] Btu inch per square foot per
hour per degree F 34.6 mlliwatt per meter per degree K|
degrees F 24 degrees C (297.1 degrees K).

2.1.3.4 Fl exi bl e Bl anket s

Fl exi bl e bl ankets shall be Type 1 blankets and felts, flexible, resilient
for use at tenperatures up to 400 degrees F, 204 degrees C, m ni mum 1-pound
per cubic foot 16.0 kil ogram per cubic meter density. Thermal conductivity
shal |l be not greater than [0.36] Btu by inch per square foot per hour per
degree F 0.052 watt per neter per degree K[ | ] at 75 degrees F 24
degrees C (297.1 degrees K). Insulation shall conformto ASTM C 553.

2.1.3.5 Cel | ul ar El ast oner

Cel lul ar el astoner shall conformto ASTM C 534, except that the water-vapor
perneability shall not exceed [0.30] perminch per hour per inch nercury
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[0.44] kil ogram per pascal per second per neter [__ ]
pressure-differential for 1 inch 25 nmillineter thickness.

2.1. 4 Jacketi ng
Jacketing Materials shall neet referenced standards within this section.
2.1.4.1 Conposite Jacketing
Jacketing shall be a 3-ply |am nate of 35-pound per cubic foot 560 kil ogram
per cubic nmeter white-bleached kraft bonded to not less than [1]-m | [0.03]

millinmter [ ] thick aluminumfoil and reinforced with glass fiber.
Fire-resistance classification shall be as foll ows:

FO L EXPOSED KRAFT EXPOSED
FSC 5 25
FCC 0 10
SDC 0 15

Wat er - vapor perneance rating of the conposite shall be 0.02 permor grain
per hour per square foot per inch of nmercury 1.15 nanogram per pascal per
second per square neter pressure-differential determined in accordance with
ASTM E 96.

2.1.4.2 Sheet net al Jacketi ng

Sheet et al jacketing shall be [m ninmum[26]-gage (0.0217 inch) [0.55]
mllimeter gal vani zed steel in conformance with ASTM A 653/ A 653M

[al umi numin conformance with ASTM B 209/B 209M, having | ock-form ng
corner bead and joint capability.

2.1.4.3 d ass Coth

G ass cloth shall be plain weave conformng to ASTM D 579, Style 141, and
shal | weigh not less than [7.23] ounces per square yard [250] gram per
square meter [__ ] before sizing. Cdoth shall be factory-applied

wher ever possi bl e.

G ass reinforcing cloth shall be a |l eno weave, 26-end and 12-pick thread
conservation, with a warp-and-fill tensile strength in pounds per inch
kil onewt on per neter of width of 45 and 30 7.9 and 5.3, respectively, and
with a weight not less than [1.5] ounces per square yard [50] gram per
square nmeter [__ ]. [Style 191 | eno-weave glass cloth conformng to ASTM
D 579 may be provided.]

2.1.4.4 Vapor Barrier Mteri al
Vapor barrier material shall conformto ASTM C 1136, Type |, |ow vapor
transm ssion, high puncture resistance for use on insulation for piping,
ducts, and equi prent, and as indicated.

PART 3 EXECUTI ON

3.1 | NSTALLATI ON OF | NSULATI ON SYSTENMS

Contours on exposed work shall be smpoth and continuous. Cenented | aps,
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fl aps, bands, and tapes shall be snoothly and securely pasted down.
Adhesi ves shall be applied on a 100-percent coverage basis. Departure from
these requirenents shall be a basis for rejection

Joints shall be tight, with insulation lengths tightly butted agai nst each
other. \Where lengths are cut, cuts shall be snmpboth and square and wi t hout
breakage of end surfaces. \Where insulation terminates, ends shall be
neatly tapered and effectively sealed or finished. Longitudinal seans of
exposed insulation shall be directed away from normal view.

Surfaces shall be clean and free of all oil and grease before insulation
adhesives or mastics are applied. Solvent cleaning required to bring netal
surfaces to such condition shall be provided.

I nsul ation shall not inpede access to duct covers/doors used for duct
cl eani ng and/ or mai nt enance.

Installation Drawi ngs for duct insulation systens shall be in accordance
with the adhesive manufacturer's reconmended instructions for application.

.2  SYSTEM TYPES
2.1 Type T-11, Flexible Mneral Fiber with Jacket

Sheet netal ducts shall be covered with mneral-fiber duct insulation with
factory-attached vapor-barrier jacket. Vapor seal shall be naintained.
Jacket overlap shall be not less than [2] inches [50] millineter [__ ].

I nsul ati on nom nal thickness shall be 2 inches 50 millineter [ ].

I nsul ation shall be adhered to sheet netal surfaces with vapor-barrier
adhesi ve.

Insulation on all rectangular ducting with side- or bottomsurface

di mensi ons over 30 inches 750 nmillineter shall, in addition to being
adhered with adhesive, be inpaled on pins secured to the duct surface and
then | ocked by nmeans of flush pin caps. Pins shall be clipped flush with
face of cap. Pins shall be 12 inches 300 mllinmeter on center placed not
nore than [2] inches [50] millineter [__ ] from duct edges, and there
shall be not less than [two] [__ ] rows of pins per surface. Pins shal
be seal ed with outdoor vapor-barrier coating and vapor-barrier duct tape.

When insulation is in place, total thickness shall be reduced by not nore
than [0.5] inch [13] mlIlimeter [__ ], and no condensation shall appear
on any surface.

Jackets, jacket flaps, and bands shall be securely cenented in place with
vapor - barrier adhesive. Jacketing bands for butt joints shall be not |ess

than [4] inches [100] mllineter [ ] wide. In lieu of jacketing bands,
pressure-sensitive vapor-barrier tape not less than [3] inches 75 mllimeter
[ ] wide shall be used to seal horizontal and transverse seans.

Duct insulation shall be rigid-board 3-pound per cubic foot 50 kil ogram per
cubic neter density where penetrations through sl eeves or prepared openings
occur.

Duct insulation at fire danpers shall be provided.

Duct insulation termnating at insulated or uninsul ated sheet netal and
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equi prrent surfaces, supports, danper fittings, walls, and simlar
penetration and construction points shall be sealed w th outdoor

vapor -barrier coating and, where | engths exceeding [24] inches [600]
mllineter [ ] are involved, flashed with glass-cloth tape and sheet
netal trimmng. dass-cloth tape shall be in two layers with not |ess than
[3] inches [75] mllineter [ ] of overlap inbedded in not |ess than
[1/16] inch [1.6] nmillineter [ ] dry-filmthickness of outdoor
vapor - barrier coating.

. 2.2 Type T-12, Flexible Mneral Fiber with Jacket Modified

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: |If Type T-12 systemis used keep T-11 system
in specifications. This insulation systemis a
nodi fication of Type T-11 system
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I nsul ati on nethods and materials are the sanme as Type T-11 except that
vapor-barrier integrity is not required and nylon tw ne shall be used 12
inches 300 mllimeter on center additionally to secure insulation not

pi nned.

. 2.3 Type T-13, Rigid Mneral Fiber with Jacket

Sheet nmetal ducts shall be covered with insulation with factory-applied
vapor barrier and finished with field-applied glass-cloth jacket. Vapor
seal shall be nmaintained. Jacket overlap shall be not less than [2] inches
[50] millineter [___ ].

I nsul ati on nom nal thickness shall be 2 inches 50 millineter [ ].

I nsul ation shall be adhered to sheet netal surfaces with vapor-barrier
adhesi ve.

I nsul ation on sheet netal with side- or bottomsurface di nensions over 30
inches 750 mllinmeter, in addition to being adhered with adhesive, shall be
i npal ed on pins secured to the duct surface and then | ocked by neans of
flush pin caps clipped flush with face of cap. Pins shall be 12 inches 300
mllineter on center placed not nmore than [2] inches [50] millimeter

[ ] fromduct edges, and there shall be not less than [two] [ ]
rows of pins per surface. Pins shall be sealed with outdoor vapor-barrier
coating and vapor-barrier duct tape. Pinned area and other surfaces shal
be level with adjoining insulated surface. Edges shall be square and
straight without scallops; where necessary, areas shall be leveled with a
m xture of finish insulating cenent and nonvapor-barrier adhesive dil uted
with three parts water

Vapor-barrier jackets, jacket flaps, and bands shall be securely cenented
in place with vapor-barrier adhesive. Jacketing bands for butt joints
shall be not less than [4] inches [100] mllinmeter [ i

Duct insulation at fire danpers shall be provided.

I nsul ation shall be brought tightly against rai sed-flange standi ng seans
and sealed with vapor-barrier coating. A 3 inch 75 nmillineter wide strip

of the insulation of adequate thickness to give 0.5 inch 13 mllineter
covering over flange shall be provided. Strip shall be routed out to
accommpdat e the still-exposed portion of the seamor flange and shall be

cenented in place over the seamor flange by use of vapor-barrier coating
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mat eri al

Duct insulation termnating at insulated and uni nsul ated sheet-metal and
equi pnent surfaces, supports, danper fittings, access doors, walls, and
simlar penetration and construction points shall be sealed with outdoor
vapor-barrier coating. Were |engths exceeding 24 inches 600 mllineter
are involved, insulation shall be flashed with glass-cloth tape and
sheet-netal trimming. dass-cloth tape shall provide not |ess than [3]
inch [75] millinmeter [ ] overlap, shall be in tw layers, and shall be
enbedded in not less than [1/16] inch [1.6] mllinmeter [ ] dry-film

t hi ckness of outdoor vapor-barrier coating. Sheet netal trimmng shall be
installed after glass-cloth jacket is in place.

G ass-cloth jacketing shall be applied over the insulation outer corner
sheet -netal angl es and securely cenmented in place with nonvapor-barrier
adhesive. Corner angles shall be not less than [30]-gage [0.04] mllineter
[ ] gal vani zed sheet netal with | eg dinmensions equal to thickness of
insulation. dass cloth enbedded in the adhesive shall be pulled tight and
winkle-free and shall lap seanms not |ess than [4] inches [100] millinmeter
[ ]. The entire outer surface shall be given a flood coat of
nonvapor - barrier adhesive while the first coat is still wet.

Insul ation shall be finished with not Iess than [6] mils [0.152] millineter
[ ] dry-filmthickness of nonvapor-barrier coating suitable for
pai nti ng.

ER R IR I I 2 R R R R R I I I R R R R I I I R R R R I I R R R R R S S R R R I I I R R I I I R R R R R I I I I
NOTE: |If Type T-14 systemis used, keep T-13 system

in specifications. This insulation systemis a
nodi fication of Type T-13 system

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

3.2.4 Type T-14, Rigid Mneral Fiber with Jacket, Mdified

Installati on nethods and nmaterials are the sane, as Type T-13 except when
no vapor-barrier jacketing and no vapor-barrier integrity is required.

Pi nned areas and other areas shall be leveled with a m xture of finish

i nsul ati ng cement and nonvapor-barrier adhesive diluted with 3 parts water.

3.2.5 Type T-15, Rigid M neral Fiber
This insulation systemconsists of 1 inch 25 mllineter thick mnera
fiber, wthout jacket, placed between conceal ed hot and cold ducts to

prevent col d-duct heat gain.

3.2.6 Type T-16, Pl enuns

EE R R R S I R R I R R R S R R R R R S R R I R I R R R R R R R R

NOTE: |f Type T-16 systemis wused, keep T-11 and
T-13 systens in specifications. This systemis a
nodi fication of Type T-11 and Type T-13 systens.

IR E R R E R RS EEEEEREEEEEEEEEREEREREEEREEEEEEREEEEEEEREEEEEEEEEEEEEEREEEEEEREEEEE SRS

Installati on nethods and nmaterials are the sane as Type T-11 and Type T-13,
except as follows:

No gl ass-cloth jacket is required.

Pl enum surfaces shall be made airtight.
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3.

M neral -fiber insulation with a vapor-barrier jacket not |less than [1]
inch [25] mllineter [ ] thick shall be applied to external walls
and ceilings where the external side is exposed to nonconditioned
spaces. Ceilings that separate pl enum space from connected occupi ed
space need no vapor-barrier jacket. Insulation with vapor-barrier
jacket, as required, shall be applied before installation of piping,
ducting, electrical conduit, ceiling suspension system and ot her

equi prent. All air-I|eakage paths and vapor-barrier penetrations shal
be sealed with [vapor-barrier jacket] [mastic].

2.7 Type T-18, Cellul ar El astoner

External surfaces shall be covered with 0.5 inch 13 nmillineter

cel lul ar-el astomer sheet insulation. Vapor seal shall be naintained.

I nsul ation shall be cemented into continuous material with a sol vent
cut - back chl oroprene adhesi ve recommended by the manufacturer for the
speci fic purpose. Adhesive shall be applied to both of the surfaces to be
joined to a mninmumthickness of [10] mils [0.25] millineter [__
150 square feet per gallon 3.5 neter square per liter of undiluted adhesive.

Duct stiffeners shall be covered with cellular elastoner insulation strips.

Surfaces exposed to weather, to view, or to ultraviolet light shall be
finished with a [2]-mi| [0.051] mllineter [___ ] monimmdry-film

thi ckness of a polyvinylchloride |acquer reconmended by the nmanufacturer
and applied in not less than [two] |

. 2.8 Acoustic Duct-Lining

Acoustic duct-lining shall not be allowed.

. 2.9 [Cellular dass] [Uethane |nsul ation]

Sheet met al surfaces covered with [cellular glass] [urethane insulation]
shal | be cl eaned and coated with [adhesive] [nmastic] recommended by the

i nsul ation manufacturer. In addition, the insulation shall be inpaled on
pi ns secured to the duct surface and | ocked by means of flush pin caps
clipped flush with face of cap.

I nsul ati on nom nal thickness shall be 2 inches 50 millineter [ ].

Pins shall be 12 inches 300 mllineter on center placed not nore than [2]
inches [50] mllimeter [__ ] fromthe duct edges, and there shall be not
less than [two] [__ ] rows of pins per surface. Pins shall be sealed
with exterior vapor-barrier coatings and duct tape. Pinned areas and ot her
surfaces shall be level with adjoining insulated surface. Edges shall be
square and strai ght, w thout scall ops.

Exterior surface of the insulation shall be coated with nastic to thickness
recomended by the manufacturer.

For glass cloth exterior coverings, the cloth shall be applied while the
mastic is still wet. After installing the cloth, the entire exterior
surface shall be given a flood coat of mastic reconmended by the
manuf act urer.

For sheetnetal exterior, the installation shall be conpleted using
i nterlocking seans and corner beads.
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3.3 ACCEPTANCE
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NOTE: Following a mnimumof 90 cal endar days
operation (or installation), but no |ater than one
year, the Systens Engi neer/ Condition Mnitoring

O ficel/Predictive Testing Group should i nspect the
installation using Infrared Imaging. This
technol ogy can identify insulation voids, insulation
settling, and areas of insufficient insulation

I dentification of insulation nmaterials and | ocations
is required to effectively identify these types of
probl ems. The Systens Engi neer/ Condition Monitoring
O ficel/Predictive Testing Group needs to know the
warranty expiration date, if there is a warranty, in
order to performthe inspections within the
prescribed tinme frane.
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Fi nal acceptance will depend upon providing construction (as-built) details
to the Contracting Oficer. Construction details shall include, by

buil ding area, the insulation material type, anpbunt, and installation
nethod. An illustration or map of the duct routing |ocations may serve
this purpose. Data shall have a cover letter/sheet clearly marked with the
system nane, date, and the words "As built insulation/material - Forward to

the Systems Engi neer/Condition Mnitoring Ofice/Predictive Testing G oup
for inclusion in the Mintenance Dat abase.

-- End of Section --
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